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Product Photo PRODUCT CODE Product Specifications Warranty LM79 LM80
USA/ 

NAFTA
Rated 
Life

MR16 MR16-4W20-xxB-30K-D-NL
3.9 Watt, 250 Lumens, CRI=80, Dimmable, 27¡/35 Beam, GU 5.3 Base, 12 Volt, 20 Watt 
equivalent, ANSI Standard Form Factor, Warm White 3000K

5 Year YES YES USA 50,000

MR16 MR16-6W35-27B-30K-D-NL
6 Watt, 324 Lumens, CRI=80, Dimmable, 27¡ Beam, GU 5.3 Base, 12 Volt, 35 Watt  
Equivalent, ANSI Standard Form Factor, Warm White - 3000K

5 Year YES YES USA 50,000

PAR-20 PAR20-3W35-xx¼B-xxK-D-NL
3.5 Watt=35W Equivalent;  210 to 267 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor,  90-135 
VAC,  Color Rendering Index (CRI)=83,  Dimmable.

5 Year YES YES USA 50,000

PAR-20 PAR20-6W60-xx¼B-xxK-D-NL
5.9 Watt=50W Equivalent;  352 to 432 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor,  90-135 
VAC,  Color Rendering Index (CRI)=83,  Dimmable.

5 Year YES YES USA 50,000

PAR-30L or S PAR30L/S-8W50-xx¼B-xxK-D-NL
7.9 Watt=50W Equivalent;  352 to 432 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor;  90-135 
VAC;  Color Rendering Index (CRI)=83;  Dimmable;     Lon g 5" or Short 3.5" Neck

5 Year YES YES USA 50,000

PAR-30L or S PAR30L/S-14W75-xx¼B-xxK-D-NL
14.3 Watt=75W Equivalent;  568 to 870 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor;  90-135 
VAC;  Color Rendering Index (CRI)=83;  Dimmable;    Long 5" or Short 3.5" Neck

5 Year YES YES USA 50,000

PAR-38 PAR38-13W75-xx¼B-xxK-D-NL
13.5 Watt=75W Equivalent;  710 to 882 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor;  90-135 
VAC;  Color Rendering Index (CRI)=83;  Dimmable;

5 Year YES YES USA 50,000

PAR-38 PAR38-19W90-xx¼B-xxK-D-NL
19 Watt=90W Equivalent;  870 to 1022 Lumens; 27¼ / 35¼/ or 55¡ Beam Angle;  2700 / 
3000 / or 4000 Kelvin Color Temp;  E26 Base;  ANSI Standard Form Fit Factor;  90-135 
VAC;  Color Rendering Index (CRI)=83;  Dimmable;

5 Year YES YES USA 50,000

A-19H A19H-4W40-27K-D-NL
3.65 Watts, 385 Lumens, CRI=93, 90-135 VAC, ANSI Form Factor, 40 Watt equivalent, 
Warm White - 2700K, DIMMABLE, 105 lumens/W , High Output Premium GenerationII

5 Year YES YES USA 50,000

A-19H A19H-6W60-27K-D-NL
6.1 Watts, 615 Lumens, CRI=93, 90-135 VAC, ANSI Form Factor, 60 Watt equivalent, 
Warm White - 2700K, DIMMABLE, 101 lumens/W , High Output Premium GenerationII

5 Year YES YES USA 50,000

A-19H
A19H-8W75-27K-D-NL                 

(coming soon)
8.2 Watts, 762 Lumens, CRI=93, 90-135 VAC, ANSI Form Factor, 75 Watt equivalent, 
Warm White - 2700K, DIMMABLE, 93 lumens/W , High Output Premium GenerationII

5 Year YES YES USA 50,000

A-19H
A19H-10W100-27K-D-NL              

(coming soon)
9.9 Watts, 850 Lumens, CRI=93, 90-135 VAC, ANSI Form Factor, 100 Watt equivalent, 
Warm White - 2700K, DIMMABLE, 93 lumens/W , High Output  Premium GenerationII

5 Year YES YES USA 50,000

A-19e A19E-6W40-30K-D-NL
5.9 Watts, 385 Lumens, CRI=90, 90-135 VAC, DIMMABLE, ANSI Form Factor, 40 Watt 
equivalent, Warm White 3000K, 65 Lumens/Watt, Standard Economy Grade GenerationII

5 Year YES YES USA 50,000

A-19e A19E-8W60-30K-D-NL
8.0 Watts, 565 Lumens, CRI=90, 90-135 VAC,  DIMMABLE, ANSI Form Factor,  60 Watt 
equivalent, Warm White 3000K, 71 lumens/Watt. Standard Economy Grade GenerationII

5 Year YES YES USA 50,000

A-19CO A19CO-2W25-NL-35K (CloseOut)
2.1 Watts, 190 Lumens, CRI=85, 90-135 VAC, ANSI Form Factor,                                  
25 Watt equivalent, Neutral White - 3500K, 90 lumens/Wat t

5 Year YES YES USA 50,000

A-19CO A19CO-4W40-NL-35K (CloseOut)
3.8 Watts, 345 Lumens, CRI=85, 90-135 VAC, ANSI Form Factor,                                  
40 Watt equivalent, Neutral White - 3500K, 90 lumens/Wat t

5 Year YES YES USA 50,000

A-19CO A19CO-4W40-NL-50K (CloseOut)
3.45 Watts, 350 Lumens, CRI=76, 90-135 VAC, ANSI Form Factor,                                 
40 Watt equivalent, Design White - 5000K, 100 lumens/Watt

5 Year YES YES USA 50,000

A-19CO A19CO-8W60-NL-35K (CloseOut)
7.6 Watts, 600 Lumens, CRI=85, 90-135 VAC, ANSI Form Factor,                                                
60 Watt equivalent, Neutral White - 3500K, 79 lumens/Wat t

5 Year YES YES USA 35,000

A-19CO A19CO-7W60-NL-50K (CloseOut)
6.9 Watts, 640 Lumens, CRI=76, 90-135 VAC, ANSI Form Factor,                                    
60 Watt equivalent, Design White - 5000K, 93 lumens/watt

5 Year YES YES USA 50,000

A-19CO A19CO-10W75-NL-35K (CloseOut)
9.8 Watts, 700 Lumens, CRI=85, 90-135 VAC, ANSI Form Factor,                                    
75 Watt equivalent, Neutral White - 3500K, 71 lumens/W att

5 Year YES YES USA 35,000

A-19CO A19CO-8W75-NL-50K (CloseOut)
8.1 Watts, 730 Lumens, CRI=76, 90-135 VAC, ANSI Form Factor,                                      
75 Watt equivalent, Design White - 5000K, 90 lumens/Watt

5 Year YES YES USA 35,000

A-19CO A19CO-10W100-NL-50K (CloseOut)
9.8 Watts, 830 Lumens, CRI=76, 90-135 VAC, ANSI Form Factor,                                   
100 Watt equivalent, Design White - 5000K, 84 lumens/Watt

5 Year YES YES USA 35,000

Can-Light Retrofit CR-4-13W-3K
13.4 Watt, 611 Lumens, CRI=80, 110 VAC, Dimmable, Warm White - 60! Beam, 3000K - 
Title 24 Compliant, Energy Star Rated

3 Year YES YES NO 50,000

Can-Light Retrofit CR-6-14W-3K
14 Watt, 690 Lumens, CRI=80, 110 VAC, Dimmable, Warm White - 60! Beam, 3000K - 
Title 24 Compliant, Energy Star Rated

3 Year YES YES NO 50,000

M-60 M60-1W-BP-xx(color) 1 Watt, 120 Volt, M 60 = 25 Watt Incan descent Lamp, Red/Green/Yellow/White 5 Year NO NO 50,000

S-14 S14-1W-BP-xx(color) 11W equivalent, CRI=75, 3000K-5000K ; Green, Yellow, White 5 Year NO NO NO 50,000

Light Panels LP-1X1-35/55K
Light Panel, 1' X 1', Replaces Fluorescent Fixtures, Dimmable,                                 
Warm White - 3500K/Cool White 5500K

5 Year Yes YES USA 50,000

Light Panels LP-2X2-KM-35/55K
Light Panel, 2' X 2', Replaces Fluorescent Fixtures, Dimmable,                                        
Warm White - 3500K/ Cool White 5500K

5 Year Yes YES USA 50,000

LP-CR2x2-30WI-xxK-xxxV 5 Year Yes YES USA 50,000

LP-CR2x2-61WII-xxK-xxxV 5 Year Yes YES USA 50,000

LP-CR2x2-91WIII-xxK-xxxV 5 Year Yes YES USA 50,000

Light Panel -Troffer                         
In suspended 2x2, 2x4 or 1x4

Light Panel  2'x2' (also available in 2'x4', and 1'x4') for suspended ceiling:                     
Dimmable; 110V or 208-277V or 347-480VAC;  31K / 41K or 5750Kelvin;                        
30W -1701 Lm,  61W-3403Lm,  91W-5104Lm; CRI >70; 4 d ifferent diffusers.
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SL-EL33W 5 Year YES YES NAFTA 100,000

SL-EL66W 5 Year YES YES NAFTA 100,000

SL-EL100W 5 Year YES YES NAFTA 100,000

SL-EL50WX 5 Year YES YES NAFTA 60,000

SL-EL100WX 5 Year YES YES NAFTA 60,000

SL-EL150WX 5 Year YES YES NAFTA 60,000

Street/Area SOLAR SLS-EL33W-DC

SOLAR street/area light: Adjustable Wings;  Field Adjustable power: 25W (1730lm); 37W 
(2489lm);  55W(3215lm); 75W (4000lm); 12/24V DC auto-rang ing; Battery Saving temp. 
compensation lowers power when cold; 5000K; Zero lumen depreciation over life w/ 
compensating driver;   Grey, Bronze or Black finish;  Mounting types :Tenon ( Adjustable 
Knuckle option); Direct Pole; Wall.  50% Midnight dimmin g--50%/100%                       
Motion Sense options for more energy savings.

5 Year YES YES NAFTA 100,000

Street Light Options SL-EL- MD  Midnight Dimming- Reduces the output 50% after 11:30pm until dawn. 5 Year NAFTA

Street Light Options SL-EL-RP Receptacle Photocell - Receptacle that accepts the photocell for mounting 5 Year NAFTA

Street Light Options SL-EL-MS
Motion  Sensing: begins at 50% until signal from motion se nsor--then 100%, back to 
50% 10 minutes after no motion detected. (sensor by others )

5 Year NAFTA

Street Light Options SL-EL-LD 30 to 100%  Linear dimming option 5 Year NAFTA

Street Light Options SL-EL-KM Knuckle Mount option, fits 2 3/8" tenon, 180 degree tilt, rotate around tenon 5 Year

Street Light Options SL-EL-PM Pendant Mount system.

Area Light - Shoe Box SB-NRC2-120W-xxK-xVAC-XB¼ 5 Year YES YES USA 60,000

Area Light - Shoe Box SB-NRC3-180W-xxK-xVAC-XB¼ 5 Year YES YES USA 60,000

Area Light - Shoe Box SB-NRC4-240W-xxK-xVAC-XB¼ 5 Year YES YES USA 60,000

 Wall Pack WP-16W-ETS 16 Watt, Multi-volt (120-277), 70 Watt HID equivalent 5 Year YES NO NO 50,000

 Wall Pack-Standard Body WP-36W-ETS 36 Watt, 1422 Lumens, Multi-volt (120-277), 150 Watt HID equivalent 5 Year YES NO NO 50,000

 Wall Pack-Standard Body WP-26W-STBD 26 Watt, 1510 Lumen, Multi-Volt (120-277), 150-175 Watt HID Standard Body 5 Year YES YES USA 50,000

 Wall Pack-Semi Cutoff WP-26W-SCO 26 Watt, 1510 Lumen, Multi-Volt (120-277), 150-175 Watt HID Semi Cutoff 5 Year YES YES USA 50,000

 Wall Pack-Full Cutoff WP-26W-CO 26 Watt, 1510 Lumen, Multi-Volt (120-277), 150-175 Watt HID Full Cutoff 5 Year YES YES USA 50,000

Wall Pack-Full Cutoff WP-52W-CO 52 Watt, 3020 Lumen, Multi-Volt (120-277), 250 Watt HID Replacement 5 Year YES YES USA 50,000

 Wall Pack/HID Retrofit WP-26 26 Watt, 1510 Lumen, Mult-Volt (120-277), 150-175 Watt HID Retrofit 5 Year YES YES USA 50,000

 Wall Pack/HID Retrofit WP-52 52 Watt, 3020 Lumen, Multi-Volt (120-277), 250 Watt HID Retrofit 5 Year YES YES USA 50,000

Wall Pack Stainless Steel WP-52-SS 52 Watt, 3020 Lumen, 120-277VAC, Full Cutoff Stainless Steel, 250W HID 5 Year NO YES USA 50,000

 Wall Pack-Standard Body WP-52-STBD 52 Watt, 3020 Lumen, Multi-Volt (120-277), 250 W Standard Body 5 Year YES YES USA 50,000

Wall Pack-Adjustable WP-EL-50WX
55 Watt, 3370 Lumen, (120-277VAC), 250 Watt Replacement,                               
Adjustable Wing, Wall Wash/Security Area Light

5 Year YES YES USA 60,000

Wall Pack-Adjustable WP-EL-33W
33 Watt 2250 Lumen,  (120-277VAC), 175 Watt Replacement,                                
Adjustable Wing, Wall Wash//Security Area Light

5 Year YES YES USA 90,000

Canopy Light - Low Profile CP-15W60-xxK-TV-CM-277-BK 5 Year YES YES USA 70,000

Canopy Light - Low Profile CP-30W120-xxK-TV-CM-277-BK 5 Year YES YES USA 70,000

Street Light                                             
Area Light                                            

High / Low Bay                         
Luminaire

36W (2489lm),  69W (4978lm) or 104W (7543lm)  Adjustab le Wing Luminaire replaces 70-
250Watt HPS, 50% to 73% Savings, 5000K; Zero lumen depreciation over life w/ 
compensating driver.  Grey, Bronze or Black finish;   Mounting types :Tenon ( Adjustable 
Knuckle option); Direct Pole; Wall; Ceiling; Pendant; Cable. Warmer color Kelvin available; 
UL/IP66; Multiple dimming and Motion Sensing options. 85-300VAC

55W (3215lm), 105W (6430lm) or 155W (10,549lm) Adjust able Wing Luminaire replaces 
100-400 HPS:  50% - 73% Saving; 5000K; Zero lumen depreciation over life w/ 
compensating driver;   Grey, Bronze or Black finis; Mounting types :Tenon ( Adjustable 
Knuckle option); Direct Pole; Wall; Ceiling; Pendant; Cable. Warmer color Kelvin available; 
UL/IP66; Multiple dimming and Motion Sensing options for more savings;                                                
85-300VAC  (150WX is 176-300VAC)

Shoe  Box Area/Street Light, 120W(250 Watt Replacement), 180W, or 240 Watt (400W 
replacement) Cool 5750K@ 70 CRI or Neutral 4100K, 110-277V or 347-480V, Optics: 60¼; 
80¼, 120¼ Textured; 130¼ Polished; Type III or Type V

Low Profile Canopy Light, for general illumination in stairwells, corridors, breezeways,  or 
coolers. 15 or 30 watts replacing 60-120 Watt Incandescent,  4500K or 6000K, Ceiling 
mount on surface or recessed outlet box. 120-277V. LTL/CE/UL/IP66, Type V, Black, 
11"x7.5"x2.7",  Heavy Duty Polycarbonate Lens.
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LED Light Tubes LT BI-2 WW/CW EXS-10W 2' Light Tube, 10 Watt Bi Pin 800 Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT BI-3 WW/CW EXS-15W 3' Light Tube, 15W Bi Pin 1200Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT BI-4 WW/CW EXS-16W 4' Light Tube, 16W Bi Pin 1300Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT BI-4 WW/CW EXB-20W 4' Light Tube, 20W Bi Pin 1700Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year YES USA * 50,000

LED Light Tubes LT HO-5 WW/CW EXB-25W 5' Light Tube, 25W HO Pin 2000Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT BI-6 WW/CW EXB-25W 6' Light Tube, 25W Bi Pin 2000Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT HO-8 WW/CW EXB-40W 8' Light Tube, 40W HO Pin 3400Lm, ETL Listed Warm White 3500K/Cool White 5000K 3 Year USA * 50,000

LED Light Tubes LT-BI-65K-22W
Four foot light tube, 22 watt Bi-Pin Internal Driver, Wor ks With Existing Ballasts,              
2900K, 3500K,4100K, 5000K, 6500K

3 Year YES USA 85,000

LED Light Tubes LT-T5-1'-NI One Foot External Driven T5 Replacement, 4.5 Watts 12 Volt 2 Year NAFTA 50,000

LED Light Tubes LT-T5-2'-NI Two Foot External Driven T5 Replacement, 9.5 Watts 12 Volt 2 Year NAFTA 50,000

LED Light Tubes LT-T5-3'-NI Three Foot External Driven T5 Replacement, 14.5 Watts 12 Volt 2 Year NAFTA 50,000

LED Light Tubes LT-T5-4'-NI Four Foot External Driven T5 Replacement, 19.6 Watts 12 Volt 2 Year NAFTA 50,000

LED Light Tubes LT-2FT-9W-35/43/50K-SG
2' Light Tube, 9 Watt Bi Pin, 715 Lumen, Warm35K/Neutral43K/Cool 50K, External UL/ETL 
Driver, 90-277VAC, 120 SMD LEDs, CRI=67 to 90,                     LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-3FT-12W-35/43/50K-SG
3' Light Tube, 12 Watt Bi Pin, 1070 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 90-277VAC, 180 SMD LEDs, CRI=67 to 90,                  LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-4FT-15W-35/43/50K-SG
4' Light Tube, 15 Watt Bi Pin, 1530 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 103-305VAC, 230 SMD LEDs, 92Lm/W, CRI=67 to 90;   LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-4FT-18W-35/43/50K-SG
4' Light Tube, 18 Watt Bi Pin, 1905 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 103-305VAC, 336 SMD LEDs, 92Lm/W, CRI=67 to 90;   LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-4FT-25W-35/43/50K-SG
4' Light Tube, 25 Watt Bi Pin, 2280 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 103-305VAC, 432 SMD LEDs, 92Lm/W, CRI=67 to 90,   LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-5FT-19W-35/43/50K-SG
5' Light Tube, 19 Watt Bi Pin, 1912 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 90-277VAC, 300 SMD LEDs, CRI=67 to 90,                   LTL Tested

5 Year YES YES USA 80,000

LED Light Tubes LT-8FT-30W-35/43/50K-SG
8' Light Tube, 30 Watt Bi Pin, 3060 Lumen, Warm35K/Neutral43K/Cool 50K, External 
UL/ETL Driver, 90-277VAC, 380 SMD LEDs, CRI=67 to 90,                   LTL Tested

5 Year YES YES USA 80,000

Under-Cabinet Fixtures UCLI-6-Wht/Blk/Slv-30/41K
6" Dimmable Under Cabinet or Office Cubicle Task Lamp: 250 Lumen; 7 W; 3" X 12"L X 
.5"H = 2 25W Halogens; 20" Counter-Top Wide Beam Width; White/Black/Silver Finish; 
3000/4100Kelvin; Also in 12", 24", and custom lengths. Meets Energy Star Standards

1 Year YES USA 50,000

Under-Cabinet Fixtures UCLI-12-Wht/Blk/Slv-30/41K
12" Dimmable Under Cabinet or Office Cubicle Task Lamp: 250 Lumen; 7 W; 3" X 12"L X 
.5"H = 2 25W Halogens; 20" Counter-Top Wide Beam Width; White/Black/Silver Finish; 
3000/4100Kelvin; Also in 6", 24", and custom lengths. M eets Energy Star Standards

1 Year YES USA 50,000

Under-Cabinet Fixtures UCLI-24-Wht/Blk/Slv-30/41K
24" Dimmable Under Cabinet or Office Cubicle Task Lamp: 250 Lumen; 7 W; 3" X 12"L X 
.5"H = 2 25W Halogens; 20" Counter-Top Wide Beam Width; White/Black/Silver Finish; 
3000/4100Kelvin; Also in 6", 12", and custom lengths. M eets Energy Star Standards

1 Year YES USA 50,000

Under-Cabinet Jumper Wires UC-Jumper Wire 
Under Cabinet Lamp Jumper Wire to connect the units together.                                  
Comes in 6", 12", 24", 36"

1 Year YES USA

Under-Cabinet Power Feed Cable UC-Power Feed Cable 60" Power Feed Cable (from driver to first fixture) for Under Cabinet System NO

Under-Cabinet Drivers UCLI-PS-12W-PLUG-ONOFF Plug-in Power Supply with ON/OFF Switch, 12W, 24V; Can do (2) 1 foot fixtures 1 Year NO

Under-Cabinet Drivers UCLI-PS-10W Under Cabinet Task Light Driver for 6" or 12" fixture, Direct Wire by Electrician 1 Year

Under-Cabinet Drivers UCLI-PS-25W Under Cabinet Task Light Driver Can do (4) 1 foot fixtures, Direct Wire by Electrician 1 Year

Under-Cabinet Drivers UCLI-PS-60W Under Cabinet Task Light Driver Can do (9) 1 foot fixtures, Direct Wire by Electrician 1 Year

Under-Cabinet Drivers UCLI-PS-100W Under Cabinet Task Light Driver Can do (15) 1 foot fixtures, Direct Wire by Electrician 1 Year

Post Top Retrofit PT-RET-LD-45W 45 Watt Post-Top Retrofit 2911 Lumen Dark Sky Compliant Type III or V 5 Year YES YES USA 50,000

Post Top Retrofit PT-RET-LD-65W 65 Watt Post-Top Retrofit 3650 Lumen Dark Sky Compliant Type III or V 5 Year YES YES USA 50,000

Low Bay Linear 48" LB-RB-2L-40W Low-Bay 3300 Lumen Adjustable Beam 120-277VAC Vapor Tight 3 Year YES YES USA 50,000

Low Bay Linear 48" LB-RB-2L-32W Low-Bay 2550 Lumen Adjustable Beam, 120-277VAC, 3 Year YES YES USA 50,000

Low Bay Linear 48" LB-RB-4L-80W Low-Bay 6300 Lumen Adjustable Beam 120-277VAC Vapor Tight 3 Year YES YES USA 50,000

Low Bay Square LB-TH-I-CR-45W
Low-Bay 2797 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC Replaces 
100W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

Low Bay Square LB-TH-II-CR-91W
Low-Bay 5594 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC Replaces 
150-175W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

Mid Bay Square MB-TH-III-CR-137W
Mid-Bay 8391 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC Replaces 
250W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

Mid Bay Square MB-TH-IV-CR-183W
Mid-Bay 11188 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC Replaces 
250W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

High-Bay Square HB-TH-V-CR-228W
High-Bay 13,985 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC 
Replaces 400W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

High-Bay Square HB-TH-VI-CR-275W
High-Bay 16,782 Lumen With 6 Beam Options & 4 Mounting Options 120-277VAC 
Replaces 400W HID, Photo sensing DayLight Harvesting dimming option avail.

5 Year YES YES USA 60,000

*can be made in USA for an 
additional charge
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Safety Light SF-50I-25W
High-Low Occupancy Based Stairwell Light 1,100 Lumen Full Power 335 Lumen in 
Unoccpied Mode Allows For Low Level of Light For Code Compliance

3 Year YES YES USA 90,000

Refrigerated Case Light RC-54I-CENTER Refrigerated Case Light 54" Center Internal Driver 3 Year YES YES USA 50,000

Refrigerated Case Light RC-54I-END Refrigerated Case Light 54" End Internal Driver 3 Year YES YES USA 50,000

Refrigerated Case Light RC-60I-CENTER Refrigerated Case Light 60" Center Internal Driver 3 Year YES YES USA 50,000

Refrigerated Case Light RC-60I-END Refrigerated Case Light 60" End Internal Driver 3 Year YES YES USA 50,000

Refrigerated Case Light RC-67I-CENTER Refrigerated Case Light 67" Center Internal Driver 3 Year YES YES USA 50,000

Refrigerated Case Light RC-67I-END Refrigerated Case Light 67" End Internal Driver 3 Year YES YES USA 50,000

Down-Light Flood Can picture pending DL-DM-20W-xxK-xx¼B-xxxV- FX/GM

Round opening: 20W; optional patented 45¼ Left/Right--25¼ Front/Back adjustable gimble 
ring / filter media system;  Various beam angles, and color temps.   Power supply on 
removable plate. 120V or 277V; Finish in White w/Black accents(WB) or All Black (AB);  
UL;  LM79/80 test results near final

5 Year YES YES USA 50,000

Down Light High-Output Flood Can picture pending DL-DM-50W-xxK-xx¼B-xxxV- FX/GM

Square opening: Brightest Available--4500 lm; 50w; optional 35¼ Front/Back/Left/Right 
adjustable gimble ring;   Power supply on removable plate. Various beam angles, and 
color temps.  120V or 277V; finish in White w/Black accents(WB) or All Black (AB); UL;  
LM79/80 test results near final  

5 Year YES YES USA 50,000

Bollard Light BOL-24"-35W
Stainless Steal 24" Stainless Steal LED Bollard Light, 35 Watt, Replaces 50 Watt HID, 
3500K, Available In Bead Blasted, Brushed Or Painted Any Color 

1 Year USA 50,000

Bollard Light BOL-30"-35W
Stainless Steal 30" Stainless Steal LED Bollard Light, 35 Watt, Replaces 50 Watt HID, 
3500K, Available In Bead Blasted, Brushed Or Painted Any Color 

1 Year USA 50,000

Bollard Light BOL-36"-35W
Stainless Steal 36" Stainless Steal LED Bollard Light, 35 Watt, Replaces 50 Watt HID, 
3500K, Available In Bead Blasted, Brushed Or Painted Any Color 

1 Year USA 50,000

Obstruction Light OBL-10W-LP Obstruction Light, 9.7 Watts USA

Landscape Light 24 Watt LL-24W-NF/WF-6K-BB/BR/YW-EV
24 Watt  Narrow Flood or Wide Flood, 1,800 Lumens,                                                                             
available in black (BK), brown (BN) or yellow (YW) finish

5 Year YES YES USA 50,000

Landscape Light 16 Watt LL-16W-BB/BN/YW-PCT
16 Watt Docklight, 660 Lumens,                                                                                                 
available in black (BK), brown (BN) or yellow (YW) finish

1 Year YES YES USA 50,000

Outdoor Flood Light 10W FL-10W-60K-BR
10 Watt Floodlight offers 12-24 Volt DC & 100-290 VAC; IP65 ;                               
3200K Warm White, 6000K Cool White 800 Lumens; Beam Angle 120 Degree 

3 Year YES NO 50,000

Outdoor Flood Light 30 W FL-30W-60K-BR
30 Watt Floodlight offers 100-290 VAC IP65 3200K Warm White, 6000K Cool White 2400 
Lumens Beam Angle 120 Degree Replaces 150 Watt Quartz

3 Year YES NO 50,000

Outdoor Flood Light 50W FL-50W-60K-BR
50 Watt Floodlight offers 100-290 VAC IP65 3200K Warm White, 6000K Cool White 4100 
Lumens Beam Angle 120 Degree  Replaces 300 Watt Quartz

3 Year YES NO 50,000

Outdoor Flood Light 80W FL-80W-60K-BR
80 Watt Floodlight offers 100-290 VAC IP65 3200K Warm White, 6000K Cool White 6700 
Lumens Beam Angle 120 Degree  Replaces 175 Watt Metal Halide

3 Year YES NO 50,000

Flood Light Power80 FL-P80-CW-10/30/60-MUL
80 Watt Floodlight, 6880 lumens, Beamwidths of 10¼ or 30¼ or 60¼ standard, Cool White 
57-6500K, CRI=70, 55lm/W, 80-240VAC, UL/CE, IP66 rated. 

3 Year NO 50,000

Flood Light Power100 FL-P100-CW-10/30/60-MUL
100 Watt Floodlight, 7400 lumens, Beamwidths of 10¼ or 30¼ or 60¼ standard, Cool-White 
57-6500K, CRI=70, 60lm/W, 80-240VAC, UL/CE, IP66 rated. 

3 Year NO 50,000

Flood Light Power120 FL-P120-CW-10/30/60-MUL
120 Watt Floodlight, 8500 lumens, Beamwidths of 10¼ or 30¼ or 60¼ standard, Cool-White 
57-6500K, CRI=70, 70lm/W, 80-240VAC, UL/CE, IP66 rated. 

3 Year NO 50,000

Flood Light-Wall FL-56W-WW-ITL-02
56 Watt Floodlight, Warm White, 3800 lumens, 68lm/W, 120 ¼x60¼ rectangular beam, 100-
240VAC, ETL/CE/IP65 listed, photometric data available

3 Year NO 50,000

Flood Light-Wall FL-56W-CW-ITL-02
56 Watt Floodlight, Cool White, 4870 lumens, 87lm/W, 120¼x60¼ rectangular beam, 100-
240VAC, ETL/CE/IP65 listed, photometric data available

3 Year NO 50,000

Flood Light-Wall FL-52W-RGB/AWB-ITL-02
52 Watt Color Floodlight, RGB or AWB, 120¼x60¼ rectangular beam, DMX console control 
mode, 100-240VAC,  ETL/CE/IP65 listed, photometric data available

3 Year NO 50,000
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SGN-LH-2M-2LED00- 5 Year 50,000

5 Year 50,000

SGN-LH-3S- 5 Year 50,000

Sign Inductive Modules 5 Year NAFTA 50,000

5 Year 50,000

SGN-LH-6L- 5 Year 50,000

5 Year 50,000

SGN-LH-PS-35W-120V
Class 2, UL Driver for LED Inductive Modules. 35 Watts                                               
120VAC in/ 10VAC out

NAFTA

Sign Inductive Driver No Picture SGN-LH-PS-35W-24VDC
Class 2, UL Driver for LED Inductive Modules. 35 Watts                                                   
21-29VDC in/ 10VAC out 

NAFTA

SGN-LH-PS-75W-120V
Class 2, UL Driver for LED Inductive Modules. 75Watts                                           
120VAC in/10VAC out

NAFTA

Sign Inductive Dimming SGN-LH-DIM-1CH Dimmer Controller for Sign Inductive Modules,  1 Channel NAFTA

SGN-LH-DIMEX-4CH Dimmer Expander for Sign Inductive Modules,  4 Channel NAFTA

Sign / Accent  "Puck" SGN-LI-22-W55K/R/Y/G/B
Sign, Accent, Cove, Architectual Lighting. White(5500K), Red, Yellow, Green, or Blue. 4 
SMD per module; 3 mods/ft.; 10ft. Lengths; 1/4" profil e:                                           96-
100lm/ft.; water resistant; UL; .66W/white mod; .48W/ other colors.  12V

Cove Light-12 CL-12I-600L-DL Cove Light 600 Lumen Outdoor Rated 60 Degree Optics 12"  Daylight 5 Year YES YES NAFTA 50,000

Cove Light-12 CL-12I-600L Cove Light 600 Lumen Outdoor Rated 60 Degree Optics 12" Warm White 5 Year YES YES NAFTA 50,000

Cove Light Neon Flex CL-PH-NF-30/150-xColor-120V                                       

Accent, Cove, Architectual Neon Rope light: very high, even brightness; flexible, 2.5" 
bend radius. Installs easily: cut, connect, cap & clip dow n; lightweight; durable-long life; 
moisture-dust-UV-Impact resistant; low-heat; shockproof; 1" x 5/8"; 30 or 150ft rolls;  
1.4W/ft in Red/Yellow /Orange  &  2W/ft. in Green/Blu e/White.                                                                  
Various 120V transformers convert to Low V & 24VDC; UL

5 Year USA 100,000

Cove Light Neon Flex RGB CL-PH-NF-27-RGB-120V
Color changing RGB is in 27ft roll & 4.5-5.5W/ft. Various 120V transformers convert to 
Low V & 24VDC, DMX; UL

5 Year USA 100,000

Cove Light Neon Flex-Mini CL-PH-NFM-30/150-xColor-120V

Mini "Neon" rope light: high, even brightness; is more  flexible--folded & shaped easily; 
durable long-life; 11mmx24mm; 30 or 150 ft rolls; 1.4W/f t when Red/Yellow/Orange  and 
2W/ft. when Green/Blue/White; 120V;                                                                         
Can be designed for 240V. Use SL-SC-C8 controller; UL

5 Year USA 100,000

Cove Light- Flexible CL-PH-FX60/120-xx(color)

Cove, Accent, Landscape Light: Small and Flexible for easy install with 3M adhesive 
backing--.31" wide (.2" wide special order); 140¼Beam; either 60 or 120 LEDs/meter 
(40")--4.8W/m or 9.6W/m;                                                                                          
Available in 5m(16.5ft) or 10m(33ft.) reels; 12V.

5 Year USA

Paver In-Ground
7.8"x7.8"                             

x2.36"
PV-FS-IGN8X8 3 Year NAFTA 50,000

Paver In-Ground
7.8"x7.8"                           

x2.36"
PV-FS-IG8X8 3 Year NAFTA 50,000

Paver In-Ground
3.9"x7.8"                          

x2.36"
PV-FS-IGN4X8 3 Year NAFTA 50,000

Paver In-Ground
3.9"x7.8"                          

x2.36"
PV-FS-IG4X8 3 Year NAFTA 50,000

Paver In-Ground
3.9"x3.9"                    

x2.36"
PV-FS-IGN4X4 3 Year NAFTA 50,000

Paver In-Ground
3.9"diam                       

x2.36"
PV-FS-IGN40 3 Year NAFTA 50,000

In-Ground Paver: steady/flashing
            5.5"diam                      

x2"
PV-FS-IG50/xx(color)

SOLAR powered--no wiring, in-ground flush-mount pavers for 
path/roadway/driveway/runway/pool deck lighting, marking, warning, accenting. IP68 
Waterproof.  Capacitor storage-no battery. Red, Green, Blue, Orange, White. 3 days of 
sun gets 8 days of cloudy/rainy operation.                                                                   
12+ hour operating time. Steady or Flash

2 Year NAFTA 50,000

On-Ground Side-Flasher:  
steady/flashing/single/double

4.33"x3.54"                      
x1.26"

PV-FS-OG43-YHS1/2 2 Year NAFTA 50,000

On-Ground Up-Flasher: 
normal/special/steady

1.97"diam                                      
x .38"

PV-FS-OG20-YHS1 2 Year NAFTA 50,000

 In-Ground Up-Light Flood picture pending FL-DM-IG3W-xx(color)
Recessed In-Ground Up-Light:  3x1W leds--4" diam; Tempered Glass; Pour Box is 4-5/8" 
deep; Stainless Steel; 120V (277 avail); UL,  IP67 Wet Locations;  Colors:  White; Warm 
White; Amber; Red; Green; Blue

YES YES USA

 In-Ground Up-Light Flood picture pending FL-DM-IG21W-xx(color)
Recessed In-Ground Up-Light: 7x1W leds; 6-3/8" diam.; Tempered Glass; Pour Box is 4-
5/8" deep; Stainless Steel; 120V (277 avail); UL,  IP67 Wet Locations;  Colors:  White; 
Warm White; Amber; Red; Green; Blue

YES YES USA

No Picture

SOLAR powered--no wiring, on-ground/surface flush-mount flashers for path lighting, 
marking, warning, accenting. IP68 Waterproof.  Capacitor storage-no battery. Red, Green, 
Blue, Orange, White.                                                                                                 
Steady or Flashing (special mode on Up-Flasher)                                                                                
3 days of sun gets 8 days of cloudy/rainy operation.                                                     
12+ hour operating time.

Sign, Accent, Architectual, Marine, Refridgeration Lighting.                                           
No-Contact Inductive Modules slide onto Std. AWG14 Lo-voltage wiring.                                      
2.6 inch Mini(M); 3 inch Short(S); 6 inch Long(L) Modu les                                                     
EachModule having either: 2; 3; 4; 6; or 12 LEDs(LED) respectively.                                         
Color Temps of: Red, Amber, Green, Blue, White 65K, Warm White 35K, Cool White. 
Suitable for Dry or Damp Locations. UL 87S0; 879 comliant.                                          
Must use proprietary power source listed below.

SOLAR powered--no wiring, indestructalbe in-ground flush-mount pavers for 
path/roadway/driveway/runway/pool deck lighting, marking, w arning, accenting. IP68 
Waterproof.  Capacitor storage-no battery.                                                                    
Red, Green, Blue, Orange, Amber, White.                                                                                        
3 days of sun gets 8 days of cloudy/rainy operation.                                                     
12+ hour operating time.

SOLAR powered--no wiring, in-ground indestructable flush-mount pavers for 
path/roadway/driveway/runway/pool deck lighting, marking, w arning, accenting. IP68 
Waterproof.  Capacitor storage-no battery.                                                                   
Red, Green, Blue, Orange, Amber, White.                                                                                        
5 days sun gets 15 days of cloudy/rainy operation.                                                               
20+ hour operating time.
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